
26 

49 CFR Ch. I (10–1–07 Edition) § 191.17 

(b) Where additional related informa-
tion is obtained after a report is sub-
mitted under paragraph (a) of this sec-
tion, the operator shall make a supple-
mental report as soon as practicable 
with a clear reference by date and sub-
ject to the original report. 

(c) The incident report required by 
paragraph (a) of this section need not 
be submitted with respect to LNG fa-
cilities. 

[35 FR 320, Jan. 8, 1970, as amended by Amdt. 
191–5, 49 FR 18961, May 3, 1984] 

§ 191.17 Transmission and gathering 
systems: Annual report. 

(a) Except as provided in paragraph 
(b) of this section, each operator of a 
transmission or a gathering pipeline 
system shall submit an annual report 
for that system on Department of 
Transportation Form RSPA 7100.2–1. 
This report must be submitted each 
year, not later than March 15, for the 
preceding calendar year. 

(b) The annual report required by 
paragraph (a) of this section need not 
be submitted with respect to LNG fa-
cilities. 

[Amdt. 191–5, 49 FR 18961, May 3, 1984] 

§ 191.19 Report forms. 
Copies of the prescribed report forms 

are available without charge upon re-
quest from the address given in § 191.7. 
Additional copies in this prescribed 
format may be reproduced and used if 
in the same size and kind of paper. In 
addition, the information required by 
these forms may be submitted by any 
other means that is acceptable to the 
Administrator. 

[Amdt. 191–10, 61 FR 18516, Apr. 26, 1996] 

§ 191.21 OMB control number assigned 
to information collection. 

This section displays the control 
number assigned by the Office of Man-
agement and Budget (OMB) to the gas 
pipeline information collection re-
quirements of the Office of Pipeline 
Safety pursuant to the Paperwork Re-
duction Act of 1980, Public Law 96–511. 
It is the intent of this section to com-
ply with the requirements of section 
3507(f) of the Paperwork Reduction Act 
which requires that agencies display a 
current control number assigned by the 

Director of OMB for each agency infor-
mation collection requirement. 

OMB CONTROL NUMBER 2137–0522 

Section of 49 CFR part 191 where 
identified Form No. 

191.5 ............................................... Telephonic. 
191.9 ............................................... RSPA 7100.1 
191.11 ............................................. RSPA 7100.1–1 
191.15 ............................................. RSPA 7100.2 
191.17 ............................................. RSPA 7100.2–1. 

[Amdt. 191–5, 49 FR 18961, May 3, 1984, as 
amended by Amdt.191–13, 63 FR 7723, Feb. 17, 
1998] 

§ 191.23 Reporting safety-related con-
ditions. 

(a) Except as provided in paragraph 
(b) of this section, each operator shall 
report in accordance with § 191.25 the 
existence of any of the following safe-
ty-related conditions involving facili-
ties in service: 

(1) In the case of a pipeline (other 
than an LNG facility) that operates at 
a hoop stress of 20 percent or more of 
its specified minimum yield strength, 
general corrosion that has reduced the 
wall thickness to less than that re-
quired for the maximum allowable op-
erating pressure, and localized corro-
sion pitting to a degree where leakage 
might result. 

(2) Unintended movement or abnor-
mal loading by environmental causes, 
such as an earthquake, landslide, or 
flood, that impairs the serviceability of 
a pipeline or the structural integrity or 
reliability of an LNG facility that con-
tains, controls, or processes gas or 
LNG. 

(3) Any crack or other material de-
fect that impairs the structural integ-
rity or reliability of an LNG facility 
that contains, controls, or processes 
gas or LNG. 

(4) Any material defect or physical 
damage that impairs the serviceability 
of a pipeline that operates at a hoop 
stress of 20 percent or more of its speci-
fied minimum yield strength. 

(5) Any malfunction or operating 
error that causes the pressure of a 
pipeline or LNG facility that contains 
or processes gas or LNG to rise above 
its maximum allowable operating pres-
sure (or working pressure for LNG fa-
cilities) plus the build-up allowed for 
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